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SECTION B-B

A  THREAD 
SEE TABLE I

NOTES:
1.  MATERIAL FINISH: SEE ISO1000
2.  ALL ADAPTERS COME WITH STAINLESS STEEL 
     SPRING BAND, AND APPLICABLE O-RING.
3.  "A" CODE DESIGNATOR LENGTH (.782).
4.  MAY NOT FIT CONNECTORS WITH RECESSED 
     ACCESORY THREADS SUCH AS MS27473, AND
     MS27484 PLUGS. CONSULT FACTORY TO
     USE STANDARD SHORT ADAPTER.

TOLERANCE:   {UNLESS OTHERWISE NOTED}

2  PLACE  DEC  ± .030
3  PLACE  DEC  ± .015

ANGULAR  =  ± 2°
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DESCRIPTION

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

U.S. PATENT # 5,769,665 
CAGE CODE # 031M6

CONNECTOR
DESIGNATOR

ISODYNE I.D.
PART NUMBER BREAKOUT:

7706 E. OSIE - WICHITA, KS. 67207
www.isodyneinc.com

NOTES UPDATE

PRODUCT SERIES

ISO SS H NF 13 -S -K

FINISH SEE ISO1000
SHELL SIZE SEE TABLE I
SLOT, OMIT IF NOT NEEDED

02/26/20

QUICK TIE (OMIT IF NOT NEEDED)
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TOLERANCE:   {UNLESS OTHERWISE NOTED}

2  PLACE  DEC  ± .030
3  PLACE  DEC  ± .015
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

U.S. PATENT # 5,769,665 
CAGE CODE # 031M6

7706 E. OSIE - WICHITA, KS. 67207
www.isodyneinc.com


